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DESCRIPTION

AMERARC™ 75 PLASMA  
CUTTING EQUIPMENT

AMERARC™ 75 Plasma Machine (PCN 0978017)

BENEFITSFEATURES

PRODUCT DESCRIPTION PCN

Amerarc 75 Plasma Machine comes with 0978017

     •  4m power cable 2.5mm²

   •  Plasma Torch with 6m cable

   •  Return clamp with 4m cable 25mm²

   •  User manual

    

Connection to any primary voltage between 380V 
and 440V

Thermal overload protection

Voltage protection 

Cutting parameter stability

Reduce dust intake  

Control rack protection cover

Inlet air filter

Safety design on the plasma torch

•  

•  
•  
•  
•  

•  
•  

•  

Automatic compensation for main voltage 
fluctuation within +/- 10%

Mitigates machine damage due to exceeding duty 
cycle or airflow blockage

Protection devices against over/under voltage

Cooling fan will operate only when necessary

Shockproof and dustproof design to protect the 
machine front display panel

Automatic expulsion of impurities and moisture

Machine will shut down to protect the plasma 
torch and consumable parts from overheat

Electrical protection device on the plasma torch to 
guarantee the operator safety

•  

•  

•  

•  
•  

•  

•  

•  

With an innovative and compact design, the AMERARC 75 
Plasma Machine is a high-performance plasma cutting 
machine capable of quality cuts up to 25mm. It weighs only 
22.8kg, making it a portable and e�cient solution to the 
needs of medium and light fabrication work. The machine 
comes equipped with a high performance cutting torch,  
which o�ers a powerful and concentrated cutting beam. This 
increases cutting quality and speed, with lower operating cost 
due to the long lifespan of consumables.

Insu�cient compressed air shut o� device•  

± 20% voltage fluctuations will not a�ect the cutting 
performance

•  
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DESCRIPTION
NICKEL ORE REMOVER is a heavy-duty, alkaline product 
with high effectiveness in removing nickel ore residues from 
the cargo holds and the surrounding loading areas, without 
causing any harm to the marine environment, the coatings, 
or the personnel using it.

APPLICATION & USE
Prior to the application, sweep away the remaining cargo 
deposits using brushes, scrappers, compressed air, etc. but 
avoid using any water (neither sea nor fresh water) for pre-
washing the surfaces.
Prepare 1-2 samples (70:30, 50:50) with NICKEL ORE 
REMOVER and fresh water to perform small tests and 
determine the suitable dilution. Apply the product starting 
from the lower levels gradually to the upper ones. Make sure 
that the applied chemical is left to react for 10-20 minutes 
before rinsing, depending on the environmental conditions 
(temperature – humidity). Rinse the detergent before 
allowing for it to dry, using water under high pressure. 
To enhance the effectiveness of the product, it is highly 
recommended to use fresh water. Fresh water should also 
be used for the final rinsing to remove the salt remains from 
the seawater.  Persisting residues may require to repeat the 
above procedure or to perform spot cleaning with undiluted 
product (directly).
NOTE: Always wear the appropriate personal protective 
equipment when using this product.

NICKEL ORE REMOVER

Continued on Page 2

PACKAGING
NICKEL ORE REMOVER is available 210 liter drums (PCN 
110209).

IMPORTANT INFORMATION
Drew Marine maintains Safety Data Sheets on all of its 
products. Safety Data Sheets contain health and safety 
information for your development of appropriate product 
handling procedures to protect your employees.

Our Safety Data Sheets should be read and understood by 
all of your supervisory personnel and employees before 
using Drew Marine products.

BENEFITS

• Contains biodegradable ingredients
• User friendly
• Cost effective
• Non-toxic and nonflammable

FEATURES

• Specially formulated to clean vertical surfaces
• Water soluble with composition conforming to 

MARPOL Annex V

https://www.drew-marine.com/contact
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Copyright © Drew Marine. All Rights Reserved. All statements, information and data presented herein are believed to be accurate and reliable but are not to be 
taken as a guarantee, express warranty or implied warranty of merchantability or fitness for a particular purpose, or representation, express or implied, for which 
seller assumes legal responsibility, and they are offered solely for your consideration, investigation and verification. Statements or suggestions concerning 
possible use of this product are made without representation or warranty that any such use is free of patent infringement and are not recommendations to 
infringe on any patent.

NICKEL ORE REMOVER PDS 0523 R2

400 Captain Neville Dr.
Waterbury, CT 06705 USA

1-973-526-5700
Drew-Marine.com

Contact your Drew Marine representative for more information

Continued on Page 2

DESCRIPTION

AMERARC™ 75 PLASMA  
CUTTING EQUIPMENT

AMERARC™ 75 Plasma Machine (PCN 0978017)

BENEFITSFEATURES

PRODUCT DESCRIPTION PCN

Amerarc 75 Plasma Machine comes with 0978017

     •  4m power cable 2.5mm²

   •  Plasma Torch with 6m cable

   •  Return clamp with 4m cable 25mm²

   •  User manual

    

Connection to any primary voltage between 380V 
and 440V

Thermal overload protection

Voltage protection 

Cutting parameter stability

Reduce dust intake  

Control rack protection cover

Inlet air filter

Safety design on the plasma torch

•  

•  
•  
•  
•  

•  
•  

•  

Automatic compensation for main voltage 
fluctuation within +/- 10%

Mitigates machine damage due to exceeding duty 
cycle or airflow blockage

Protection devices against over/under voltage

Cooling fan will operate only when necessary

Shockproof and dustproof design to protect the 
machine front display panel

Automatic expulsion of impurities and moisture

Machine will shut down to protect the plasma 
torch and consumable parts from overheat

Electrical protection device on the plasma torch to 
guarantee the operator safety

•  

•  

•  

•  
•  

•  

•  

•  

With an innovative and compact design, the AMERARC 75 
Plasma Machine is a high-performance plasma cutting 
machine capable of quality cuts up to 25mm. It weighs only 
22.8kg, making it a portable and e�cient solution to the 
needs of medium and light fabrication work. The machine 
comes equipped with a high performance cutting torch,  
which o�ers a powerful and concentrated cutting beam. This 
increases cutting quality and speed, with lower operating cost 
due to the long lifespan of consumables.

Insu�cient compressed air shut o� device•  

± 20% voltage fluctuations will not a�ect the cutting 
performance

•  


